MODEL DCSLXI0
0047 | DCSLXI0 FAN KIT (12 VOLT) 0048 | DCSLXI0 FAN KIT (24 VOLT)
0147 | DCSLX10 SHORT (12VOLT) 0148 | DCSLXI10 SHORT (24 VOLT)
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\ SPECIFICATIONS
N HMAXIMUM CURRENT: 7.0 Ampe (12 valt)
u o, 80 3.5 Ampe (24 volt)
2 LIFE: 1500 Hre. at B0°C
i
E WEIGHT: 1.1 30kg
& &0
3., COMPONENTS
F .
E 40 PiMo. DESCRIFTION
E 0213 MOTOR {12 volt)
= axls MOTOR (24 valt)
= 0l
. 90 a3T ROTOR
E {Reverzible, Glass filled nylon)
0375 SHROLID
0 (Glass filled palypropylens)
J
0 100 300 W0 400 Lirad 0563 HARDW ARE & ELEC. (|2 valg)
212 424 £15 B47 CFM 05634 HARDW ARE & ELEC. (24 wolt)
YOLUME FLOW 0578 MOUNTIMG HARDWARE
KITS: Fan Asgembly, ¥Wiring Loom, Rely, Mounting Hardware, and Ingtruction Shesis.
SHORTS:  Fan Assembly, (Motor, Fan Blade, and Shroud).

THIS FAR ASSEMBLY 15 SET LIP FOR LIP-STREAM APPLICATIORS.
FOR DOWMSTREAM APPLICATIONS THE FAM BLADE MUST BE REMOVED AND TURNED OVER AND THE POLARITY REVERSED:.
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