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Model M162K - 16” « Lowest profile high performance reversibles on the market
» Sealed motor tested in accordance with DIN EN 60529,
dust and water proof to IP68
* Quiet, reversible S-blade design
* All glass-filled nylon construction
* Includes (4) 90° mounting feet
* Includes locking mating pigtail connector and rubber spacers
for proper spacing off of heat exchanger
* Recommended wire harnesses* (sold separately)
Part No. MFA100 (adjustable thermostat)
Part No. MFA102 (185° temperature switch)

Part No. MFA103 (195° temperature switch) _
 Optional brackets™ (sold separately) i .
Part No. MFA104 (metal bracket strips) ;‘
Part No. MFA105 (aluminum brackets) '\
Mounting Feet Fan Harness Pigtail
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M162K 16" LP REVERSIBLE CHAMPION 12V 225W 2000
Static In | Total Flow | 13.5VDC 1800
o0 [0 T g e
. . O 1400
0.10 2034 182 Z 1500 TN
020 | 1984 | 188 2 1000 N
0.30 1716 19.0 Z 800 \‘
040 1462 19.0 L 600 AN
0.50 1208 18.8 400
0.60 890 17.9 200
0.70 540 17.3 0
0.80 299 173 0.00 0.10 0.20 0.30 0.40 0.50 0.60 0.70 0.80
090 |sTALL@o9 | 174 16.75 [400.1] STATIC PRESSURE (IN H,0)

12,69 [319,8]
~—8.14 [206.8]

|<—8./O:Z [205.0]*[ —1 0] [~
) L

/k 13
NS4 hTS

)

o7

A28 WNTY
—
R o'u
Y Qe © Y <
N & 3§ @ I m
2 & n8 b g > Sa
= © o~ (o] 08
® 9 v, 9 AIRFLOWSS= nE
N [%e] < N PUSHER—— ,_})
- < - - —~=—PULLER N
OPTIONAL 90°
& 4 M}NTING BRACKET
(557 N TA8000065
& o SN t
2 T o
/\~ k \'\/’ \
15,66 [395.2]>| YAZAKI CONNECTOR 7122-2228
YAZAKI TERMINAL 7114-2020
‘i':E REF

MARADYNE?® High Performance Fans
4540 W. 160th Street « Cleveland, Ohio 44135 - Ph: (800) 403-7953 « Fx: (216) 362-6342 - www.maradyneHP.com
©2011 MARADYNE® High Performance Fans - All rights reserved



